}I QUALITATSGEMEINSCHAFT HOLZWERKSTOFFE E.V. H

CERTLF lCATE

2021 - 18 .-
for WPC-decking profiles

The decking profile of type _
LIGNODUR® terrafina massiv

kind of profile solid based on . PVC
thickness/width 21 x 146 mm content of natural fiore W=>56

of the manufacturer

Moéller GmbH & Co. KG,
59872 Meschede, Germany

confirms with his testing results of the external supervision, done by the independent and
certified institute

Entwicklungs- und Priiflabor Holztechnologie GmbH (EPH),
Zellescher Weg 24, 01217 Dresden, Germany

and the initial inspection of factory and the supervision of factory production control, done by
the Qualitdtsgemeinschaft Holzwerkstoffe e. V., Schumannstr. 9, 10117 Berlin (Germany)
the requirements according the quality and testing criteria for decking profiles of Wood-
Polymer-Composites (dated 1st March 2017).

The manufacturer is entitled to use the quality label.
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Validity of the certificate is 12 months and so long as the quality criteria are not changed and
the fulfilment of these criteria by the manufacturer is given.
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Berlin, November 22m 2021 Gerieral Manager

Qualitatsgemeinschaft Holzwerkstoffe e.V. ¢« Schumannstr.9 ¢ 10117 Berlin ¢ Germany
Telefon +49 (0) 30 28 09 12 50  info@qg-holzwerkstoffe.de




